
                

The Willard Textile Suction 
Cleaning Table is designed for 
low pressure, induced flow 
washing and rinsing. It is really 
two pieces of first class 
equipment in one, as it also 
doubles as one of our most 
popular and long established 
products; a fully functioning 
Laboratory Sink.

Table with exhauster in mobile acoustic housing

How does it work? 

1. With the perforated top section in place and exhauster (suction unit) connected; the equipment is 

suitable for high volume induced flow treatments. Air extracted through the work surface creates a 

pressure difference which draws water, washing solutions and air through the object and into the tank 

below. Air flow can also be utilised to enhance drying. 

2. With the top removed, the unit functions as a free standing laboratory sink. The tilting mechanism 

allows for efficient drainage and gravity flow washing. 

3. With the optional Acrylic Hood and humidifier package, objects can be gently hydrated and 

conditioned. 

To view our full product range and purchase items from our online 
store, please visit www.willard.co.uk

Willard Conservation Ltd 
+44(0)1243 776928 
sales@willard.co.uk
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●  Designed and made specifically for conservation  

●  High quality materials and innovative, elegant design 

●  Hand made in our own workshops 
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To view our full product range and purchase items from our online 
store, please visit www.willard.co.uk
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What does it consist of? 

Washing Tank. Stainless steel washing tank with rolled edges and an extra thick base. A water level gauge is 

fitted on one side. 

Support frame. Fully welded, square section steel with tilting mechanism. Epoxy powder coated. Heavy duty, 

fully lockable castors, or foot pads for static location if preferred. 

Suction top. Perforated corrosion resistant aluminium. Removable, with carrying handles. 

Exhauster unit. Free standing. mounted in acoustically lined enclosure on lockable castors, with hand held 

speed controller and digital pressure readout. Can be used separately with other suction equipment. A safety 

device prevents accidental entry of water into the system. 

Hand held speed controller

Removable Acrylic Hood (optional). With access flaps in the long sides. Pressure relief valve and ports for 

connection of ultrasonic humidifier and humidity sensor. Can be used independently on another suitably sized 

work surface. 

Ultrasonic Humidifier (optional).  Ultrasonic humidifier unit with high quality, sensitive electronic sensor probe 

and electronic control and selection unit. This unit can be used on the table, or remotely with the acrylic hood.

Table fitted with optional Acrylic 

Hood and Humidification Package
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As a Laboratory Sink 

Remove the suction top and you’ll have a versatile, heavy duty Laboratory Sink, with tilting function, very similar in 

appearance to the image below. It can be used for immersion washing and as a general purpose conservation sink.

To view our full product range and purchase items from our online 
store, please visit www.willard.co.uk

Willard Conservation Ltd 
+44(0)1243 776928 
sales@willard.co.uk

Laboratory Sink fully tilted

http://www.willard.co.uk
mailto:sales@willard.co.uk
mailto:sales@willard.co.uk
http://www.willard.co.uk

